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PUMP 
Stainless steel, horizontal multistage. 

Motors are T.E.F.C. construction with class IP54 

protection. 

240/1ph/50Hz  supply required. 

2 pole (2900rpm) 

Pumps will have alternating start and auto 

changeover (via inverter). 

HYDRAULIC ACCUMULATOR 
24 litres 

10 Bar rated 

OVERVIEW 

Ideal for domestic houses, schools, office blocks etc 

to provide a constant pressure / variable flow of cold 

water. 

The inbuilt inverter adjusts the motor speed to the 

required system demands via the pipe-work 

mounted transducers. 

GAUGE 
Unit comes complete with a 63mm dial gauge that 
constantly indicates output pressure. 
 

EB SERIES 
The main applications that the Twin pump booster 
fits are: 

Domestic 

Irrigation 

Industry 

Commercial 

Light Industrial 
 

EMT INVERTOR FEATURES 

LCD Display 

Integrated LCD custom display gives easy over-
view of the operating condition 

Low water cut out feature via optional float switch 

Push button functions 

BASE FRAME 
Galvanised base plate 

PIPEWORK 

Suction and discharge manifolds are stainless steel 

with isolating valves to each pump suction, isolating 

and non return valves to each pump discharge, 

terminating in BSPM connections. 

 

Designed to provide cold potable water 
at a constant pressure 
 
Suitable for domestic, commercial & 
small industrial purposes 
 
Quick & easy installation 
 
IP 55 Protection 
 
Quiet running 
 
Alternating Start 
 
LCD Display 

MCB CONTROL BOX 

Volt free contacts 

Low Water Connection 

Twin MCB’s 
 

Control Panel LCD Display 

EB Series - Variable Speed 
Booster Set 

EB Series - Variable Speed 
Booster Set 
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EB Series - Variable Speed 
Booster Set 
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A C 

B 

Designed for reduced capitol cost.. 

Flexibility of installation. 

Suction and delivery handing options 

Stainless Steel pipework. 

Alternating start. 

Compact design. 

Single phase and three phase versions available 

   

UNIT TYPE A B C DNA DNM 

E-HM 600 480 620 2” 1 1/2” 

DIMENSIONS (MM) 

   

UNIT TYPE A B C DNA DNM 

ALL E-C 
UNITS  

EXCEPT 
600 540 630 2” 1 1/2” 

DIMENSIONS (MM) 

E-C1205(1) 
E-C12033(3) 600 540 630 2” 2” 

BASE FRAME 

Pressed steel base, BZP plated c/w rubber mounts.  

MAIN PUMPS 

2 No. stainless steel end suction pumps each  

capable of construction with class IP54 protection. 

PIPEWORK 

Suction and discharge manifolds in stainless steel 

complete with isolating valves to each pump suction, 

isolating and non return valves to each pump dis-

charge, terminating in suction valve and discharge 

valve. Unit supplied c/w isolating valves & cap ends 

to facilitate flexibility of handling 

HYDRAULIC ACCUMULATOR 

2 No. 19 Ltr vessels, mild steel construction with 

powder coating protection complete with replaceable 

rubber bladder (m.w.p. 10 bar) c/w stainless steel 

flange. 

PRESSURE SWITCHES 

 2 No. Pump control pressure switches. 

GAUGES 

 1 No. system pressure gauge. 

CONTROL PANEL 

  IP55 enclosure made of thermoplastic with 

clear door. 

 Indicator lamps for: Power on, pump one run, 

pump two run and low water. 

 Hand-off-auto switches for each pump. 

 Electronic control board for: managing auto 

operation, automatic pump operation and mini-

mum pump times for each pump (0-90 secs). 

 

A float switch can be wired to prevent dry running. 

(Float switch optional—WRAS listed).  

OPTIONAL EQUIPMENT 

 WRAS listed pressure reducing valve, maxi-

mum inlet pressure 25 bar, outlet pressure 

range 0.5—6 bar. 

 

 A WRAS listed low level float switch (cable 

type) complete with 10 m of cable. 

PRESSURE REDUCING VALVE 

A WRAS listed PRV is available adjustable between 

0.5-6 Bar outlet pressure. 

Economy Booster 
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PUMP 
Stainless steel, end suction pump. 

Motors are T.E.F.C. construction with class IP54 

protection. 

240/1ph/50Hz  supply required. 

2 pole (2900rpm) 

All pumps have in built Technospeed  Inverters 

Pumps will have alternating start and auto 

changeover. 

HYDRAULIC ACCUMULATOR 
1 off 60 litre 

Mild steel construction with powder coating pro-

tection complete with replaceable rubber bladder 

(m.w.p. 10bar) complete with stainless steel 

flange 

OVERVIEW 

Ideal for domestic houses, schools, office blocks etc 

to provide a constant pressure / variable flow of cold 

water. 

The inbuilt inverter adjusts the motor speed to the 

required system demands via the pipe-work 

mounted transducer. GAUGE 

Complete with a 63mm dial gauge that constantly 

indicates output pressure. 
 

TEKNOSPEED 
The main applications that the TKS Twin pump 

booster fits are: 

Domestic 

Irrigation 

Industry 

Commercial 

Light Industrial 

INVERTOR FEATURES 

LED  lamps indicating status 

Low water cut out feature via optional float switch 

 

Inverter pumps qualify for enhanced capital allowance scheme 
 
Designed to provide cold potable water 
 
Suitable for domestic, commercial & small industrial purposes 
 
Quick & easy installation 
 
IP 55 Protection 
 
Quiet running 
 
Alternating Start 

BASE FRAME 
Fabricated from mild steel box section of welded 

construction. The rigid frame extends beyond the 

pipe-work to provide both strength and protection to 

the unit. Paint finish is a durable blue gloss 

PIPEWORK 
Suction and discharge manifolds are stainless steel 

with isolating valves to each pump suction, isolating 

and non return valves to each pump discharge, 

terminating in manifold valves 

Vertical pump set (left hand build option) 

FP-X-TKS - Twin Pump Variable Speed 
Booster Set 
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INTRODUCTION 

Flow Mech Products’ FP variable speed booster sets 

are designed to deliver constant pressure water 

supply under widely variable flow demand. Sets are 

designed to suit the application.  

 

Designed to provide cold potable water 

Alternating start  

Bespoke design to suit site requirements 

Stainless Steel pipe-work 

IP55 Control Panel 

Optional electronic anti-surge feature  

Pumps are WRAS approved 

BASE FRAME 
Fabricated from mild steel box section of welded 

construction. The rigid frame extends beyond the 

pipe-work to provide both strength and protection to 

the unit. Paint finish is a durable blue gloss.  

PUMPS 
Pumps are WRAS approved, multistage or end suction and 

can be either vertical or horizontally mounted.  All pumps 

are fitted with Hydrovar inverter drive control units. 

PIPEWORK 

Suction and discharge manifolds are stainless steel 

with isolating valves to each pump suction, isolating 

and non-return valves to each pump discharge, 

terminating in manifold valves. 

HYDRAULIC ACCUMULATOR 

Vessel constructed from mild steel with a powder coating 

finish, complete with replaceable rubber bladder and 

stainless steel flange.  

PANEL 

The panel will be IP55 protected. Terminal arrange-

ments for:  

Low level cut-out 

Remote start/stop 

Volt free contacts for inverter trip 

All tested and set before leaving works 

Optional electronic anti-surge control on start/stop 

or low level lockout 

TYPICAL LAYOUT DRAWING 

Typical Hydrovar Inverter 

 
1.  HYDROVAR FREQUENCY INVERTER 

2.  HYDRAULIC ACCUMULATOR 

3.  ISOLATION VALVE 

4.  NON-RETURN VALVE 

5.  MANIFOLD ISOLATING VALVE 

6.  CONTROL PANEL 

7.  316 S/S PIPEWORK 

8.  BOX SECTION WELDED 

9.  BASEFRAME  

FP Variable Speed Booster Set 
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INTRODUCTION 

Flow Mech Products’ VS variable speed booster sets 

are designed to deliver constant pressure water 

supply under widely variable flow demand. Sets are 

designed to suit the application.  

Incorporating Grundfos, Lowara or Wilo pumps and 

either Danfoss or ABB inverters. 

Designed to provide cold potable water 

 

Timed changeover 

 

Numerous installation options 

 

Sets available with 2, 3 or 4 pumps 

 

Stainless Steel pipework 

 

IP55 Control Panel 

 

Industry leading pumps and inverters fitted 

BASE FRAME 
Fabricated from mild steel box section of welded 

construction. The rigid frame extends beyond the 

pipework to provide both strength and protection to 

the unit. Finished in a durable gloss paint.  

PUMPS 
Pumps are multistage or end suction and can be 

either vertical or horizontally mounted. All pumps 

can be “WRAS” approved if required. 

PIPEWORK 

Suction and discharge manifolds are stainless steel 

with isolating valves to each pump suction, isolating 

and non-return valves to each pump discharge, 

terminating in manifold valves. 

HYDRAULIC ACCUMULATOR 

Vessel constructed from mild steel with a powder 

coating finish, complete with replaceable rubber 

bladder and stainless steel flange.  

PANEL 

The panel will be IP55 protected. Incorporating:-  

Lamps for: 

       Power On 

       Low Level 

       Common Fault 

Volt free contacts for: 

       Low Level 

       Common Fault 

All tested and set before leaving works 

TYPICAL LAYOUT DRAWING KEY 
1.  FREQUENCY INVERTER 

2.  HYDRAULIC ACCUMULATOR 

3.  ISOLATION VALVES 

4.  NON RETURN VALVE 

5.  MANIFOLD ISOLATING VALVES 

6.  CONTROL PANEL 

7.  316 S/S PIPEWORK 

8.  BOX SECTION WELDED BASEFRAME  
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VS Variable Speed Booster Set 
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Water Tanks up 2900 litres can be mounted above pumps 
 
Units built to suit access and system requirements 
 
Special kit-form build option for projects with restricted access 
 
Site positioning and kit-form assembly service available 
 
Plant room space-saving potential 
 
Design solutions provided for plant rooms with height restrictions 
 
WRAS approved pre-insulated storage tanks as standard 
 
Solid box section construction 
 
Available as pressure switch or inverter driven operation. 
Incorporating all standard features of either FP, VS or MF ranges 
 
 

Model shown: Two-piece tank with central divide & special kit-form frame 

Standard one-piece tank above arrangement 

Mains water intake 

Internal central divide where required Access man-way 

Optional kit-form frame can 
be dismantled for access  

Flanged joint 
(two piece tank option) 

18mm Ply board support 

Discharge 

Overflow connection to water regulations 

Tank Above Booster Sets 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


